
Dispensing Solutions
ADHESIVE & SEALANT APPLICATIONS

INDUSTRY

 AND COMPONENT DISPENSERS



OUR BRANDS AT MEDMIX INDUSTRY
medmix Industry delivers one of the world’s leading hand-held mixing and dispensing systems for adhesives and sealants. 

We have strong partnerships with industrial manufacturing, production, coating, and construction leaders that have lasted 

for close to ͷͶͶ years.

Through our brands COX™ and MK™, we bring together the best expertise in one and two-component adhesive applications. 

MIXPAC™ is the leading system provider in the area of mixing, dosing and applying, COX provides a wide range of professional, 

practical dispensers, and MK is the specialist in customized high-quality dispensing solutions.

The MK product range, originally founded by Krøger A/S in ͷͿ and acquired by us in Ͷͷ – includes manual, battery and 

pneumatic driven dispensers for any application.

Originally established in ͷͿͻ; by Patrick Clement Cox, COX has become the global market leader in the design and production 

of manual, pneumatic and battery hand held sealant and adhesive applicators. The product range includes cartridge, sachet, 

bulk and one and two-component dispensers.

This tradition, quality, reliability and performance of the MK and COX dispensers continues into the future at the medmix 

Industry segment, and the renowned MK and COX dispensers are available through the Sulzer Mixpac affi  liates of the medmix 

group. All of our MK, COX and MIXPAC brand dispensers may be recognized by their well-known unique and pleasing visual 

appearances.



EASIFLOW™ HD LITE

FEATURES
• Retractable Seal Puncturing Device
• Pressure Relief Device (PRD)
• Built-in Ladder Hook
• Steel Catch Plate

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Mechanical Advantage Ratio: ͽ:ͷ   
• Weight: Ͷ. kg / Ͷ.ͽͷ lbs
• Frame Length: ͺ  mm / Ϳ.ͷ in
• Maximum Force: ͷ. kN / ͼͿ  lbf
• Handle Material: Glass Fiber Reinforced Nylon
• Frame Material: Glass Fiber Reinforced Nylon
• Viscosity: Low

Item number: ͷͻͿͷͿͽ

EASIFLOW™ HD

FEATURES
• Retractable Seal Puncturing Device   
• Pressure Relief Device (PRD) 
• Built-in Ladder Hook
• Steel Catch Plate

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Mechanical Advantage Ratio: ͽ:ͷ
• Weight: Ͷ.ͻͷ kg / ͷ.ͷ lbs
• Frame Length: ͷ  mm / Ϳ.ͷ in
• Maximum Force: ͷ. kN / ͼͿ  lbf
• Handle Material: Epoxy Coated Steel
• Frame Material: Epoxy Coated Steel
• Viscosity: Low

Item number: ͷͻͿͶͶ

MANUAL COMPONENT DISPENSER

POWERFLOW™ CARTRIDGE

FEATURES
• Seal Puncture Device
• Rotating Frame
• Built-in Ladder Hook
• Switchable Pressure Relief Device 

(PRD)

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Mechanical Advantage Ratio: ͷ:ͷ
• Weight: Ͷ.ͽͻ kg / ͷ.ͼͻ lbs
• Frame Length:  mm/ Ϳ. in
• Maximum Force: .ͻ kN / ͻͼ  lbf
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: Low/Medium  

Item number: ͷͻͿͶͽ

H X 

FEATURES
• Seal Puncture Device
• Anti-Drip
• Trigger Integrated Brake Release
• Built-in Ladder Hook
• Life Prolonging Adjustment Screw

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Mechanical Advantage Ratio: ͷ:ͷ
• Weight: Ͷ.ͻͻ kg / ͷ.ͷ lbs
• Frame Length: ͻ  mm / ;.Ϳ in
• Maximum Force: .ͻ kN / ͻͼ  lbf
• Handle Material: Reinforced Nylon
• Frame Material: Reinforced Nylon
• Viscosity: Low/Medium

Item number: ͷ;;ͷ;

 



H RS 

FEATURES
• Seal Puncture Device
• Rotating Frame
• Anti-Drip
• Trigger Integrated Brake Release
• Life Prolonging Adjustment Screw

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Mechanical Advantage Ratio: ͷ:ͷ
• Weight: Ͷ.ͽͽ kg / ͷ.ͽ lbs
• Frame Length: ͺ mm / Ϳ.ͻ in
• Maximum Force: .ͻ kN / ͻͼ lbf
• Handle Material: Reinforced Nylon
• Frame Material: Steel
• Viscosity: Low/Medium

Item number: ͷ;Ͷͽ;;

POWERFLOW™ HP CARTRIDGE

FEATURES
• Seal Puncture Device
• Rotating Frame
• Built-in Ladder Hook
• Switchable Pressure Relief Device 

(PRD) 

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Mechanical Advantage Ratio: ͷ;:ͷ
• Weight: Ͷ.; kg / ͷ.ͽ lbs
• Frame Length:  mm / Ϳ. in
• Maximum Force: .ͻ kN / ͽ;ͽ lbf
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: Medium/High

Item number: ͷͻͿͷͷ

H PS 

FEATURES
• Seal Puncture Device
• Rotating Frame
• Anti-Drip
• Trigger Integrated Brake Release
• Soft Grip Handle

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Mechanical Advantage Ratio: ͷ;:ͷ
• Weight: Ͷ.ͼͶ kg / ͷ. lbs
• Frame Length: Ͷ mm / Ϳ.ͷ in
• Maximum Force: .ͻ kN / ͽ;ͽ lbf
• Handle Material: Reinforced Nylon
• Frame Material: Reinforced Nylon
• Viscosity: Medium/High

Item number: ͷ;Ͷ;Ϳͷ

H +

FEATURES
• Seal Puncture Device
• ͼͶ Frame Rotation
• Trigger-integrated Brake Release 

with Anti-Drip Mechanism
• Single Hand Grip Dispensing Operation
• Ergonomic Handle
• U-Shaped Opening Cartridge Holder

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Mechanical Advantage Ratio: ͷ;:ͷ
• Weight: Ͷ.Ϳͻ kg / .ͷ lbs
• Frame Length: ͺ mm / Ϳ.ͻ in
• Maximum Force: .ͻ kN / ͽ;ͽ lbf
• Handle Material: Aluminum
• Frame Material: Steel
• Viscosity: Medium/High

Item number: ͷ;;ͷ;

MANUAL COMPONENT DISPENSER



ULTRAFLOW™ CARTRIDGE

FEATURES
• Rotating Frame
• Support Straps 
• Built-in Ladder Hook
• Thumb Activated Instant Pressure 

Release

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Mechanical Advantage Ratio: ͻ:ͷ
• Weight: Ͷ.ͿͶ kg / ͷ.ͺ lbs
• Frame Length: ͺ mm / Ϳ.ͻͽ in
• Maximum Force: ͺ.ͻ kN / ͷͶͷͷ lbf
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Anodized Steel
• Viscosity: High

Item number: ͷͻͿͶ;

H

FEATURES
• U-Opening with Cartridge Snap Fit
• Anti-Drip
• Trigger Integrated Brake Release
• Life Prolonging Adjustment Screw

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Mechanical Advantage Ratio: ͼ:ͷ
• Weight: Ͷ.; kg / ͷ.ͽ lbs
• Frame Length: ͻͶ mm / Ϳ.; in
• Maximum Force: ͺ.ͻ kN / ͷͶͷͷ lbf
• Handle Material: Reinforced Nylon
• Frame Material: Reinforced Nylon
• Viscosity: High

Item number: ͷͻͷͽͽ

 POWERFLOW™ QUART

FEATURES
• Seal Puncture Device
• Rotating Frame
• Switchable Pressure Relief Device (PRD)  
• Built-in Ladder Hook

SPECIFICATIONS
• Cartridge Capacity: Ϳͺͼ mL /  oz  
• Mechanical Advantage Ratio: ͷ:ͷ
• Weight: Ͷ.ͽͿ kg / ͷ.ͽ lbs
• Frame Length: ͽͺ mm / ͷͶ.ͽ; in
• Maximum Force: .ͻ kN / ͻͼ lbf
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: Low/Medium

Item number: ͷͻͿͶ

POWERFLOW™ HP QUART

FEATURES
• Seal Puncture Device
• Rotating Frame
• Switchable Pressure Relief Device (PRD)  
• Built-in Ladder Hook

SPECIFICATIONS
• Cartridge Capacity: Ϳͺͼ mL /  oz   
• Mechanical Advantage Ratio: ͷ;:ͷ
• Weight: Ͷ.ͽͿ kg / ͷ.ͽ lbs
• Frame Length: ͽͺ mm / ͷͶ.ͽ; in
• Maximum Force: .ͻ kN / ͽ;ͽ lbf
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: Medium/High

Item number: ͷͻͿͶͼ

MANUAL COMPONENT DISPENSER

 



MIDIFLOW™ COMBI

FEATURES
• Pre-Confi gured for Sachet Application
• Plungers Included for Cartridge
• Includes Six White Cone Nozzles 

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Sachet Capacity: ͷͶ mL / ͷͶ.ͻ oz, ͺͶͶ mL / ͷ.ͻ oz, 
ͼͶͶ mL / Ͷ oz  

• Mechanical Advantage Ratio: ͷͶ:ͷ
• Weight Ͷ.ͼͽ kg / ͷ.ͻ lbs
• Barrel Length: ͽͽ mm / ͷͺ.;ͺ in
• Maximum Force: ͷ.ͻ kN / ͽ lbf
• Handle Material: Glass Fiber Reinforced Nylon
• Barrel Material: ABS Polymer 
• Viscosity: Low/Medium

Item number: ͷͻͿͷͿͿ

POWERFLOW™ COMBI

FEATURES
• Pre-Confi gured for Sachet Application
• Plungers Included for Cartridge and 

Bulk Applications
• Switchable Pressure Relief Device (PRD)
• Includes Six Yellow Cone Nozzles, Ladder Hook

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Sachet Capacity: ͷͶml / ͷͶ.ͻ oz, ͺͶͶ mL / ͷ.ͻ oz, 
ͼͶͶml / Ͷ oz

• Mechanical Advantage Ratio: ͷ:ͷ
• Weight: Ͷ.Ϳ-ͷ.ͷ kg / .Ͷ-. lbs
• Barrel Length: ͷ mm / Ϳ.ͷ in
• Maximum Force: .ͻ kN / ͻͼ lbf
• Handle Material: Epoxy Coated Aluminum
• Barrel Material: Anodized Aluminum 
• Viscosity: Low/Medium

Item number: ͷͻͿͷͿ (ͷͶ.ͻ oz)

 ͷͻͿͷ (Ͷ oz)

POWERFLOW™ HP COMBI

FEATURES
• Pre-Confi gured for Sachet Application 
• Plungers Included for Cartridge and 

Bulk Applications
• Switchable Pressure Relief Device (PRD) 
• Includes Six Yellow Cone Nozzles, Ladder Hook

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Sachet Capacity: ͷͶml / ͷͶ.ͻ oz, ͺͶͶ mL / ͷ.ͻ oz, 
ͼͶͶml / Ͷ oz

• Mechanical Advantage Ratio: ͷ;:ͷ
• Weight: Ͷ.Ϳ-ͷ.ͷ kg / .Ͷ-. lbs
• Barrel Length: ͷ mm / Ϳ.ͷ in
• Maximum Force: .ͻ kN / ͽ;ͽ lbf
• Handle Material: Epoxy Coated Aluminum
• Barrel Material: Anodized Aluminum
• Viscosity: Medium/High

Item number: ͷͻͿͽͽ (ͷͶ.ͻ oz)

 ͷͻͿͺͺ (Ͷ oz)

H

FEATURES
• Suitable for Both Sachet and Bulk
• Anti-Drip
• Trigger Integrated Brake Release
• Bayonet Mouth Piece
• Includes ͷ Yellow Nozzle

SPECIFICATIONS
• Sachet/Bulk Capacity: ͷͶ mL / ͷͶ.ͻ oz, ͺͶͶ mL / ͷ.ͻ oz, 
ͼͶͶ mL / Ͷ oz

• Mechanical Advantage Ratio: ͷ;:ͷ
• Weight: ͷ.ͼͻ kg / .ͼ lbs
• Barrel Length: Ϳ; mm / ͷͻ.ͼ in
• Maximum Force: .ͻ kN / ͽ;ͽ lbf
• Handle Material: Aluminum
• Frame Material: Polished Steel
• Viscosity: Medium/High

Item number: ͷͻͷͽͼ

MANUAL COMPONENT DISPENSER



 ULTRAFLOW™ COMBI

FEATURES
• Pre-Confi gured for Sachet Application 
• Plungers Included for 

Cartridge & Bulk Applications 
• Includes Six Yellow Cone Nozzles, 

Ladder Hook

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Sachet Capacity: ͶͶ mL / ͷͶ.ͻ oz, ͺͶͶ mL / ͷ.ͻ oz, 
ͼͶͶ mL / Ͷ. oz

• Mechanical Advantage Ratio: ͻ:ͷ
• Weight: ͷ.Ͷ-ͷ.ͷ kg / .-.ͻ lbs
• Barrel Length: ͺ mm-ͺ; mm / ͷ.ͻ in-ͷͿ.Ͷ in
• Maximum Force: ͺ.ͻ kN / ͷͶͷͷ lbf
• Handle Material: Epoxy Coated Aluminum
• Barrel Material: Anodized Aluminum
• Viscosity: High

Item number: ͷͻͿͺ

 ULTRAFLOW™ BULK

FEATURES
• Leather Plunger Assembly 
• Switchable Pressure Relief Device (PRD) 
• Interchangeable Pull Handle
• Includes Six Yellow Cone Nozzles 

SPECIFICATIONS
• Bulk Material Capacity: ͼͶͶ mL / Ͷ. oz, ;ͶͶ mL / ;oz., 
ͷͶͶͶ mL / .; oz

• Mechanical Advantage Ratio: ͷ:ͷ
• Weight: ͷ.ͷ-ͷ. kg / .ͺ-.Ϳ lbs
• Barrel Length: ͻͻ mm-ͻͷͶ mm / ͷͺ in-ͷ in
• Maximum Force: .ͻ kN / ͻͼ lbf
• Handle Material: Epoxy Coated Aluminum
• Barrel Material: Anodized Aluminum
• Viscosity: Low/Medium

Item number: ͷͻͿͻͻ (ͼͶͶ mL)

 ͷͻͿͻͽ (;ͶͶ mL)

 ͷͻͿͺ; (ͷͶͶͶ mL)

ULTRAPOINT™

FEATURES
• Trowel/Pour Material into Tube for Dispensing
• Switchable Pressure Relief Device (PRD)
• Interchangeable Pull Handle  
• Point, Grout Nozzles and Turbine Mixer Included 

SPECIFICATIONS
• Bulk Capacity: ;ͶͶ mL / ; oz
• Mechanical Advantage Ratio: ͷ:ͷ 
• Weight: ͷ.ͺ kg / .ͷ lbs
• Frame Length:  mm / Ϳ. in
• Maximum Force: .ͻ kN / ͻͼ lbf
• Handle Material: Epoxy Coated Aluminum
• Barrel Material: Black PVC
• Frame Material: Epoxy Coated Steel
• Viscosity: Low/Medium

Item number: ͷͻͿͷͻ

MANUAL COMPONENT DISPENSER

 



AIRFLOW™  CARTRIDGE

FEATURES
• Air Action on Cartridge Plunger
• Adjustable Air Regulator
• Quick Exhaust Valve
• Silencer

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Weight: Ͷ.ͽ kg / ͷ.ͼ lbs
• Barrel Length: ; mm / ;.Ϳ in
• Maximum Force: ͷ. kN / ͼͿ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Handle Material: Glass Filled Nylon
• Barrel Material: Anodized Aluminum
• Viscosity: Low

Item number: ͷͻͿ

AIRFLOW™  CARTRIDGE

FEATURES
• Air Action on Cartridge Plunger 
• Adjustable Air Regulator 
• Quick Exhaust Valve
• Silencer 

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Weight: Ͷ.ͼͶ kg / ͷ. lbs
• Barrel Length: ͻ mm / Ϳ. in
• Maximum Force: ͷ. kN / ͼͿ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͽͻ psi
• Handle Material: Glass Filled Nylon
• Barrel Material: Anodized Aluminum
• Viscosity: Low

Item number: ͷͻͿͼ

T

FEATURES
• Air Action on Cartridge Plunger
• Integrated Pressure Adjustment
• Self Adjusting Back Seal
• Forward Air Release
• Cartridge Snap Fit

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Weight: Ͷ.ͺͷ kg / Ͷ.ͿͶ lbs
• Frame Length: ͺͿ mm / Ϳ.; in
• Maximum Force: ͷ. kN / Ϳ lbf
• Maximum Pneumatic Pressure: ; bar / ͷͷͼ psi
• Handle Material: Reinforced Nylon
• Frame Material: Reinforced Nylon
• Viscosity: Low/Medium

Item number: ͷͻͷͽͽͺ

T X

FEATURES
• Air Action on Cartridge Plunger
• Integrated Pressure Adjustment
• Beveled Back Seal
• Forward Air Release
• Cartridge Snap Fit

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Weight: Ͷ.;; kg / ͷ.Ϳͺ lbs
• Frame Length: ; mm / Ϳ.Ͷ in
• Maximum Force: ͷ. kN / Ϳ lbf
• Maximum Pneumatic Pressure: ; bar / ͷͷͼ psi
• Handle Material: Reinforced Nylon
• Frame Material: Steel
• Viscosity: Low/Medium

Item number: ͷͻͻͷͶ

PNEUMATIC COMPONENT DISPENSER



AIRFLOW™  QUART

FEATURES
• Piston Rod Action on 

Cartridge Plunger
• Adjustable Air Regulator
• Quick Exhaust Valve
• Silencer

SPECIFICATIONS
• Cartridge Capacity:  Ϳͺͼ mL /  oz
• Weight: . kg / ͻ.ͷͶ lbs
• Frame Length: ͻͻ mm / ͷͺ in
• Maximum Force: ͷ.ͻ kN / ͽ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Handle Material: Glass Filled Nylon
• Barrel Material: Anodized Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: Low/Medium

Item number: ͷͻͿͺ

AIRFLOW™  QUART

FEATURES
• Piston Rod Action on 

Cartridge Plunger
• Adjustable Air Regulator
• Quick Exhaust Valve
• Silencer

SPECIFICATIONS
• Cartridge Capacity:  Ϳͺͼ mL /  oz
• Weight: . kg / ͺ.Ϳͻ lbs
• Frame Length: ͻͻ mm / ͷͺ in
• Maximum Force: ͷ.ͻ kN / ͽ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Handle Material: Glass Filled Nylon
• Barrel Material: Anodized Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: Low/Medium

Item number: ͷͻͿͿ

AIRFLOW™  QUART UPRIGHT

FEATURES
• Piston Rod Action on Cartridge Plunger
• ͺͻ” Long with Joist Guide Attached
• Adjustable Air Regulator
• Quick Exhaust Valve
• Silencer

SPECIFICATIONS
• Cartridge Capacity: Ϳͺͼ mL /  oz
• Weight: . kg / ͺ.Ϳͻ lbs
• Frame Length: ͻͻ mm / ͷͺ in
• Maximum Force: ͷ.ͻ kN / ͽ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Handle Material: Glass Filled Nylon
• Barrel Material: Anodized Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: Low/Medium

Item number: ͷͻͿͺͶ

AIRFLOW™  COMBI

FEATURES
• Piston Rod Action on Cartridge 

Plunger or Sachet
• Pre-Confi gured for Cartridge Application
• Sachet Plunger Included
• Adjustable Air Regulator
• Silencer
• Includes: Six White Cone Nozzles 

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Sachet Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Weight: ͷ. kg / .; lbs
• Barrel Length: ͷͷ mm / ;. in
• Maximum Force: ͷ.ͻ kN / ͽ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Handle Material: Glass Filled Nylon
• Barrel Material: Anodized Aluminum
• Viscosity: Low/Medium

Item number: ͷͻͿͽ

PNEUMATIC COMPONENT DISPENSER

 



AIRFLOW™  COMBI

FEATURES
• Piston Rod Action on Cartridge 

Plunger or Sachet
• Pre-Confi gured for Cartridge Application
• Sachet Plunger Included 
• Adjustable Air Regulator
• Silencer 
• Includes: Six White Cone Nozzles

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Sachet Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Weight: ͷ. kg / .; lbs
• Barrel Length: ͷͷ mm / ;. in
• Maximum Force: ͷ.ͻ kN / ͽ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Handle Material: Glass Filled Nylon
• Barrel Material: Anodized Aluminum
• Viscosity: Low/Medium

Item number: ͷͻͿͺͺ

AIRFLOW™  HP COMBI

FEATURES
• Piston Rod Action on 

Cartridge Plunger or Sachet
• Pre-Confi gured for Cartridge Application 
• Plunger Included for Sachet Application
• Adjustable Air Regulator
• Silencer 
• Includes: Six White Cone Nozzles

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Sachet Capacity: ͷͶ mL / ͷͶ.ͻ oz, ͼͶͶ mL / Ͷ. oz
• Weight: ͷ.ͽ-ͷ.; kg / .;-ͺ.Ͷ lbs
• Barrel Length:  ͷͶ-ͺͽ mm / ;.-ͷ.ͼ in
• Maximum Force: .ͻ kN / ͽ;ͽ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Handle Material: Glass Filled Nylon
• Barrel Material: Anodized Aluminum
• Viscosity: Medium/High

Item number: ͷͻͿͺ (ͶͶ mL)

 ͷͻͿͺ (ͼͶͶ mL)

AIRFLOW™  SACHET

FEATURES
• Floating Plunger Action with Secure Cord
• Adjustable Air Regulator
• Quick Exhaust Valve
• Silencer
• Includes: Six White Cone Nozzles

SPECIFICATIONS
• Sachet Capacity: ͷͶ mL / ͷͶ.ͻ oz, ͺͶͶ mL / ͷ.ͻ oz, 
ͼͶͶ mL / Ͷ. oz

• Weight: Ͷ.Ϳͻ-ͷ.ͷ kg / .ͷ-.ͻ lbs
• Barrel Length: ͿͶ mm-ͺͽ mm / ͷͷ.ͺ in-ͷͽ. in
• Maximum Force: ͷ.ͻ kN / ͼ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Handle Material: Glass Filled Nylon
• Barrel Material: Anodized Aluminum
• Viscosity: Low/Medium

Item number: ͷͻͿ; (ͶͶ mL)

 ͷͻͿ (ͺͶͶ mL)

 ͷͻͿ (ͼͶͶ mL)

AIRFLOW™  SACHET

FEATURES
• Floating Plunger Action with Secure Cord
• Adjustable Air Regulator
• Quick Exhaust Valve
• Silencer 
• Includes: Six White Cone Nozzles 

SPECIFICATIONS
• Sachet Capacity: ͷͶ mL / ͷͶ.ͻ oz, ͺͶͶ mL / ͷ.ͻ oz, 
ͼͶͶ mL / Ͷ. oz

• Weight: Ͷ.ͽ;-Ͷ.; kg / ͷ.ͽ-ͷ.; lbs
• Barrel Length: Ϳͽ-ͺͼ mm / ͷͷ.ͽ-ͷͽ. in
• Maximum Force: ͷ.ͻ kN / ͽ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi, 
;.ͼ bar / ͷͻ psi

• Handle Material: Glass Filled Nylon
• Barrel Material: Anodized Aluminum
• Viscosity: Low/Medium

Item number: ͷͻͿͺͻ (ͶͶ mL)

 ͷͻͿͺͼ (ͺͶͶ mL)

 ͷͻͿͺͽ (ͼͶͶ mL)

PNEUMATIC COMPONENT DISPENSER



AIRFLOW™  COMPACT COMBI

FEATURES
• Floating Plunger Action with 

Interchangeable System
• Pre-confi gured for Sachet Application 
• Rod & Plunger included for 

Cartridge Application
• Adjustable Air Regulator
• Includes: Six White Cone Nozzles 

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Sachet Capacity: ͷͶ mL / ͷͶ.ͻ oz, ͺͶͶ mL / ͷ.ͻ oz, 
• ͼͶͶ mL / Ͷ. oz
• Weight: Ͷ.ͿͿ kg / . lbs
• Barrel Length: ͺͼͺ mm / ͷ;.ͽ in
• Maximum Force: ͷ.ͻ kN / ͽ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Handle Material: Glass Filled Nylon
• Barrel Material: Anodized Aluminum
• Viscosity: Low/Medium

Item number: ͷͻͿͺͷ

JETFLOW™ 

FEATURES
• Floating Plunger Action with Secure Cord
• Spray and Bead Application
• Dual Flow Controls Regulate
• Adjustable Air Regulator Incoming Air Flow 

and Pattern of Spray
• Includes: Nozzles Vary by Model

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz 
• Sachet Capacity: ͷͶ mL / ͷͶ.ͻ oz, ͺͶͶ mL / ͷ.ͻ oz, ͼͶͶ mL / Ͷ. oz
• Weight: ͷ.-ͷ.ͺͽ kg / .ͽ-. lbs
• Barrel Length: ͺͼ.;-ͺͺͻ mm / ͷ.ͽ-ͷͽ.ͻ in
• Maximum Force: ͷ.ͻ kN / ͼ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Handle Material: Glass Filled Nylon
• Barrel Material: Anodized Aluminum
• Viscosity: Low/Medium

Item number: ͷͻͿͻͷ (ͶͶ mL ctg/ssg)

 ͷͻͿͻ (ͶͶ mL ctg)

 ͷͻͿͻͺ (ͶͶ mL ssg)

 ͷͻͿͻͻ (ͼͶͶ mL ssg)

AIRFLOW™  BULK

FEATURES
• Piston Rod Action on 

Bulk Material
• Leather Plunger Assembly 
• Reverse Air – Plunger Return with Trigger 
• Adjustable Air Regulator
• Quick Exhaust Valve
• Includes: Six Yellow Cone Nozzles 

SPECIFICATIONS
• Bulk Material: ͽͶͶ mL / ͺ oz
• Weight: ͷ.ͻ kg / . lbs
• Barrel Length: ͿͶͶ mm / ͻ.ͺ in
• Maximum Force: .ͺ kN / ͽͼͺ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Handle Material: Epoxy Coated Aluminum
• Barrel Material: Anodized Aluminum
• Viscosity: Low/Medium

Item number: ͷͻͿͻ

PNEUMATIC COMPONENT DISPENSER

 



  EASIPOWER™ PLUS 

FEATURES
• Variable Speed Control
• Auto-Reverse Function 
• Includes Battery & Charger

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Voltage: ͷͶ.; V
• Battery Type: Li-ion
• Weight with Battery: ͷ.ͼ kg / .ͻ lbs
• Frame Length: ͺͽ.; mm / Ϳ.ͽͼ in
• Maximum Force: .ͻ kN / ͻͼ lbf
• Battery Capacity: ͷ.ͻ Ah
• Battery Charge Time: Ͷ min.
• Handle Material: PC/ABS
• Frame Material: Epoxy Coated Steel
• Viscosity: Low/Medium

Item number: ͷͼͷ;ͽ;

 ELECTRAFLOW™ PLUS

FEATURES
• Variable Speed Control
• Auto-Reverse Function 
• Includes Battery & Charger

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Voltage: ͷ; V 
• Battery Type: Li-ion Bosch Professional ͷ; V System
• Weight with Battery: .; kg / ͻ. lbs
• Frame Length: ͺͽ.; mm / Ϳ.ͽͼ in
• Maximum Force: .ͻ kN / ͽ;ͽ lbf
• Battery Capacity: ͷ.ͻ Ah 
• Battery Charge Time: Ͷ min. 
• Handle Material: PC/ABS 
• Frame Material: Epoxy Coated Steel 
• Viscosity: Medium/High

Item number: ͷͼͽͶͼ

 ͷͼͽͶͿ (bare unit)

EASIPOWER™ PLUS QUART

FEATURES
• Variable Speed Control
• Auto-Reverse Function 
• Includes Battery & Charger

SPECIFICATIONS
• Cartridge Capacity: Ϳͺͼ mL /  oz  
• Voltage: ͷͶ.; V
• Battery Type: Li-ion
• Weight with Battery: ͷ.ͼ kg / .ͻ lbs
• Frame Length: ͺͽ mm / ͷ.ͼͼ in
• Maximum Force: .ͻ kN / ͻͼ lbf
• Battery Capacity: ͷ.ͻ Ah
• Battery Charge Time: Ͷ min.
• Handle Material: PC/ABS
• Frame Material: Epoxy Coated Steel
• Viscosity: Low/Medium

Item number: ͷͼͷ;ͽͿ

 ELECTRAFLOW™ PLUS QUART

FEATURES
• Variable Speed Control
• Auto-Reverse Function 
• Includes Battery & Charger

SPECIFICATIONS
• Cartridge Capacity: Ϳͺͼ mL /  oz  
• Voltage: ͷ; V
• Battery Type: Li-ion Bosch Professional ͷ; V System
• Weight with Battery: .ͼͻ kg / ͻ.; lbs
• Frame Length: ͺͽ mm / ͷ.ͼͼ in
• Maximum Force: .ͻ kN / ͽ;ͽ lbf
• Battery Capacity: ͷ.ͻ Ah
• Battery Charge Time: Ͷ min.
• Handle Material: PC/ABS
• Frame Material: Epoxy Coated Steel
• Viscosity: Medium/High

Item number: ͷͼͽͶͽ

 ͷͼͽͶͽ (bare unit)

BATTERY COMPONENT DISPENSER



 EASIPOWER™ PLUS COMBI

FEATURES
• Variable Speed Control
• Auto-Reverse Function 
• Includes Battery & Charger

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Sachet Capacity: ͷͶ mL / ͷͶ.ͻ oz, ͺͶͶ mL / ͷ.ͻ oz 
ͼͶͶ mL / Ͷ. oz

• Voltage: ͷͶ.; V
• Battery Type: Li-ion 
• Weight with Battery: ͷ.;ͼ kg / ͺ.ͷ lbs
• Barrel Length:  ͽ mm / Ϳ. in
• Maximum Force: .ͻ kN / ͻͼ lbf
• Battery Capacity: ͷ.ͻ Ah
• Battery Charge Time: Ͷ min.
• Handle Material: PC/ABS
• Barrel Material: Anodized Aluminum
• Viscosity: Low/Medium

Item number: ͷͻͿͷ;ͷ

ELECTRAFLOW™ PLUS COMBI

FEATURES
• Variable Speed Control
• Auto-Reverse Function 
• Includes Battery & Charger

SPECIFICATIONS
• Cartridge Capacity: ͷͶ mL / ͷͶ.ͻ oz
• Sachet Capacity: ͷͶ mL / ͷͶ.ͻ oz, ͺͶͶ mL / ͷ.ͻ oz, 
ͼͶͶ mL / Ͷ. oz

• Voltage: ͷ; V
• Battery Type: Li-ion Bosch Professional ͷ; V System
• Weight: .ͻ kg / ͻ.ͼ lbs
• Barrel Length:  ͽ mm / Ϳ. in
• Maximum Force: .ͻ kN / ͽ;ͽ lbf
• Battery Capacity: ͷ.ͻ Ah
• Battery Charge Time: Ͷ min.
• Handle Material: PC/ABS
• Barrel Material: Anodized Aluminum
• Viscosity: Medium/High

Item number: ͷͼͽͶͽͷ

 ͷͼͽͶͼ; (bare unit)

BATTERY COMPONENT DISPENSER

PROFESSIONAL ͷ; V SYSTEM is a trademark registered and/or owned by BOSCH.

 



CBM 

FEATURES
• Easy Loading Breech, Secure Fit
• Full Cartridge Support
• Compact Design

SPECIFICATIONS
• Cartridge Capacity: ͻͶ mL / ͷ.ͽ oz (Rectangular Flange)
• Cartridge Ratio: ͷ:ͷ
• Mechanical Advantage Ratio: ͷ:ͷ
• Weight: Ͷ.ͺ kg / Ͷ.Ϳ lbs
• Cartridge Holder Length: ͷͶͻ mm/ ͺ.ͷ inch
• Maximum Force: .ͻ kN / ͻͼ lbf
• Handle Material: Epoxy Coated Steel
• Cartridge Holder Material: 

Glass Fiber Reinforced Nylon
• Viscosity: Low/Medium

Item number: ͷͻͿͼͶ

MPD

FEATURES
• Simple Breech Loading Mechanism
• Engineered to Provide High Thrust
• Full Kit Version Available

SPECIFICATIONS
• Cartridge Capacity: ͻͶ mL / ͷ.ͽ oz (Rectangular Flange)
• Cartridge Ratio: ͷ:ͷ, :ͷ, ͺ:ͷ, ͷͶ:ͷ (Must Specify)
• Mechanical Advantage Ratio: ͷͼ:ͷ 
• Weight: Ͷ. kg / Ͷ.ͺ lbs
• Cartridge Holder Length: ͷͻ mm / ͺ.Ϳ in
• Maximum Force: .ͻ kN / ͽ;ͽ lbf
• Handle Material: Glass Fiber Reinforced Nylon 
• Cartridge Holder Material: 

Glass Fiber Reinforced Nylon 
• Viscosity: Low/Medium

Item number: ͷͻͿͶͼ

MR 

FEATURES
• Cartridge Flexibility
• Engineered to Provide High Thrust
• Simple Breech Loading Mechanism

SPECIFICATIONS
• Cartridge Capacity: ͻͶ mL / ͷ.ͽ oz, ͽͻ mL / .ͼ oz 

(S-type + Retangular Flange)
• Cartridge Ratio: ͷ:ͷ, :ͷ, ͺ:ͷ, ͷͶ:ͷ (Must Specify)
• Full Kit Version Available
• Mechanical Advantage Ratio: ͷ:ͷ
• Weight: Ͷ.ͺ kg / Ͷ.ͻ lbs
• Cartridge Holder Length: ͷͶͿ mm / ͺ. in
• Maximum Force: .ͻ kN / ͻͼ lbf
• Handle Material: Glass Fiber Reinforced Nylon
• Cartridge Holder Material: 

Glass Fiber Reinforced Nylon
• Viscosity: Low/Medium

Item number: ͷͻͿͷͿ (round multi-ratio)

 ͷͻͿͷͻ (square multi-ratio)

PPM 

FEATURES
• Support Discs for Secure Cartridge Fit
• Wear Compensating Device
• Sintered Steel Catch Plate

SPECIFICATIONS
• Cartridge Capacity: ͷͻͶ mL / ͻ. oz (Stubby Cartridge System)
• Cartridge Ratio: ͷ:ͷ
• Mechanical Advantage Ratio: ͷ;:ͷ
• Weight: ͷ.Ͷ kg / . lbs
• Frame Length: ͷͿ mm / ͻ.ͷ in
• Maximum Force: .ͻ kN / ͽ;ͽ lbf
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: Low/Medium

Item number: ͷͻͿͼ

MANUAL COMPONENT DISPENSER



VBM 

FEATURES
• Wear Compensating Device
• Sintered Steel Catch Plate
• Support Strap for Secure Cartridge Fit

SPECIFICATIONS
• Cartridge Capacity:  ͷͽͻ mL / ͻ.Ϳ oz, ͶͶ mL / ͼ.; oz 
• Cartridge Ratio: ͷ:ͷ, :ͷ
• Mechanical Advantage Ratio: ͷ;:ͷ
• Weight: ͷ. kg / .ͼ lbs
• Cartridge Holder Length: ͷͼͼ mm / ͼ.ͻ in
• Maximum Force: .ͻ kN / ͽ;ͽ lbf
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: Low/Medium

Item number: ͷͻͿͼͻ

 PPM 

FEATURES
• Wear Compensating Device
• Sintered Steel Catch Plate
• Support Strap for Secure Cartridge Fit

SPECIFICATIONS
• Cartridge Capacity:  ͻ mL / ͽ.Ϳ oz, ͻͶ mL / ;.ͽ oz, 
ͶͶ mL / ͷͶ.ͻ oz

• Cartridge Ratio: ͷ:ͷ, :ͷ, :ͷ
• Mechanical Advantage Ratio: ͷ;:ͷ
• Weight: ͷ.ͻ kg / . lbs
• Frame Length: ͼ mm / ͷͺ.ͺ inch
• Maximum Force: ͽ.ͻ kN / ;ͽ lbf
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: Medium/High

Item number: ͷͻͿͼͽ

VBM  

FEATURES
• Support Straps for Secure Cartridge Fit
• Sintered Steel Catch Plate
• Wear Compensation Device

SPECIFICATIONS
• Cartridge Capacity: ͺͶͶ mL / ͷ.ͻ oz
• Cartridge Ratio: ͷ:ͷ
• Mechanical Advantage Ratio: ͷ;:ͷ
• Weight: ͷ.ͻ kg / . lbs
• Frame Length: ͷͷ mm / ;. in 
• Maximum Force: .ͻ kN / ͽ;ͽ lbf
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: Medium/High

Item number: ͷͻͿͽ

VBM X

FEATURES
• Support Straps for Secure Cartridge Fit
• Sintered Steel Catch Plate
• Wear Compensation Device

SPECIFICATIONS
• Cartridge Capacity: ͺͶͶ mL / ͷ.ͻ oz
• Cartridge Ratio: ͷ:ͷ
• Mechanical Advantage Ratio: ͻ:ͷ
• Weight: ͷ.ͼ kg / .ͻ lbs
• Frame Length: ͷͷ mm / ;. in
• Maximum Force: ͺ.ͻ kN / ͷͶͷͷ lbf
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: High

Item number: ͷͻͿͽͻ

MANUAL COMPONENT DISPENSER

 



DM X 

FEATURES
• Dual Drive Mechanism
• Ratio Selector Switch
• Brake Release
• Interchangeable Cartridge Trays and Plungers

SPECIFICATIONS
• Cartridge Capacity: ͶͶ mL / ͼ.; oz
• Cartridge Ratio: ͷ:ͷ, :ͷ, ͺ:ͷ, ͷͶ:ͷ
• Mechanical Advantage Ratio: :ͷ
• Weight: ͷ.ͼͶ kg / .ͻ lbs
• Frame Length: ͷͻͺ.ͽ mm / ͼ.ͷ in
• Maximum Force: ͻ. kN / ͷͷͼͿ lbf
• Handle Material: Cast Aluminum
• Frame Material: Cast Aluminum
• Viscosity: High

Item number: ͷͼͻ;Ͷ (ͷ:ͷ/:ͷ)

 ͷͼͻ;Ͷͺ (ͺ:ͷ)

 ͷͼͻ;Ͷͻ (ͷͶ:ͷ)

VBM  MR

FEATURES
• Side Loading Frame 

for Accurate Cartridge Placement
• Twist & Lock Plunger System
• Wear Compensation Device

SPECIFICATIONS
• Cartridge Capacity: ͶͶ mL / ͼ.; oz
• Cartridge Ratio: ͷ:ͷ, :ͷ, ͺ:ͷ, ͷͶ:ͷ
• Mechanical Advantage Ratio: ͷ;:ͷ
• Weight: ͷ.ͻ kg / . lbs
• Frame Length: ͷͼͼ mm / ͼ.ͻ in 
• Maximum Force: .ͻ kN / ͽ;ͽ lbf
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: Low/Medium

Item number: ͷͻͿͽͺ

VBM X MR 

FEATURES
• Side Loading Frame 

for Accurate Cartridge Placement
• Twist & Lock Plunger System
• Wear Compensation Device

SPECIFICATIONS
• Cartridge Capacity: ͶͶ mL / ͼ.; oz 
• Cartridge Ratio: ͷ:ͷ, :ͷ, ͺ:ͷ, ͷͶ:ͷ
• Mechanical Advantage Ratio: ͻ:ͷ
• Weight: ͷ.ͽ kg / .ͼ lbs
• Frame Length: ͶͶ mm / ͽ.Ϳ in
• Maximum Force:ͺ.ͻ kN /  ͷͶͷͷ lbf
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: High

Item number: ͷͻͿͽ;

PPM  LV

FEATURES
• Pre-Confi gured :ͷ Cartridge Ratio
• Support Discs for Secure Cartridge Fit
• Wear Compensation Device

SPECIFICATIONS
• Cartridge Capacity: ͺͻͶ mL / ͷͻ.; oz, ͼͶͶ mL / Ͷ. oz
• Cartridge Ratio: ͷ:ͷ, :ͷ (:ͷ available)
• Mechanical Advantage Ratio: ͷ:ͷ
• Weight: ͷ.ͽ kg / .ͽ lbs
• Frame Length: ͺͶ mm / Ϳ.ͺ in
• Maximum Force: .ͻ kN / ͻͼ lbf
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: Low

Item number: ͷͻͿ;ͺ (:ͷ)

MANUAL COMPONENT DISPENSER



PPM  XL

FEATURES
• Support Discs for Secure Cartridge Fit
• Sintered Steel Catch Plate
• Wear Compensation Device

SPECIFICATIONS
• Cartridge Capacity:  ͽͻ mL / ͷ.ͽ oz, ͺͻͶ mL / ͷͻ. oz, 
ͼͶͶ mL / Ͷ. oz

• Cartridge Ratio: ͷ:ͷ, :ͷ, ͺ:ͷ (:ͷ available)
• Mechanical Advantage Ratio: ͻ:ͷ
• Weight: ͷ.ͽ kg / .ͽ lbs
• Frame Length:  mm / Ϳ.ͷ in
• Maximum Force: ͺ.ͻ kN / ͷͶͷͷ lbf
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: High

Item number: ͷͻͿ;;

PPM X

FEATURES
• Support Discs for Secure Cartridge Fit
• Sintered Steel Catch Plate
• Wear Compensation Device
• Double Side Rails for Added Durability

SPECIFICATIONS
• Cartridge Capacity: ͺͻͶ mL / ͷͻ. oz, ͼͶͶ mL / Ͷ. oz
• Cartridge Ratio: ͷ:ͷ, :ͷ (:ͷ & ͺ:ͷ available)
• Mechanical Advantage Ratio: ͻ:ͷ
• Weight: ͷ.ͽ kg / .ͽ lbs
• Frame Length:  mm / Ϳ.ͷ in
• Maximum Force: ͺ.ͻ kN / ͷͶͷͷ lbf
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: High

Item number: ͷͻͿ;ͽ

H

FEATURES
• U-Opening Cartridge Snap Fit
• Anti-Drip 
• Trigger Integrated Brake Release
• Life Prolonging Adjustment Screw

SPECIFICATIONS
• Cartridge Capacity: ͺͻͶ mL / ͷͻ.;ͽ oz, ͼͶͶ mL / ͷ.ͷ oz
• Cartridge Ratio: ͷ:ͷ, :ͷ
• Mechanical Advantage Ratio: ͼ:ͷ
• Weight: ͷ. kg / .ͼ lbs
• Frame Length: ͷ mm / Ϳ.ͷ in
• Maximum Force: ͻ kN / ͷͷͺ lbf
• Handle Material: Reinforced Nylon
• Frame Material: Reinforced Nylon
• Viscosity: High

Item number: ͷͻͷͽͼͽ

 CCM 

FEATURES
• Coaxial Cartridge Systems
• Sintered Steel Catch Plate
• Wear Compensation Device

SPECIFICATIONS
• Cartridge Capacity: ;Ͷ mL / ͷ.ͺ oz
• Cartridge Ratio: ͷ:ͷ, :ͷ, ͻ:ͷ, ͷͶ:ͷ (must specify)
• Mechanical Advantage Ratio: ͷ;:ͷ
• Weight: ͷ.ͷ kg / . lbs
• Frame Length: ͷ;ͷ mm / ͽ.ͷ in
• Maximum Force: .ͻ kN / ͽ;ͽ lbf
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: Medium/High

Item number:  ͷͻͿͿ (ͷ:ͷ)

 ͷͻͿͿͻ (ͷͶ:ͷ)

MANUAL COMPONENT DISPENSER

 



DM X 

FEATURES
• Dual Drive Mechanism
• Ratio Selector Switch
• Brake Release
• Interchangeable Cartridge Trays and Plungers

SPECIFICATIONS
• Cartridge Capacity: ͺͶͶ mL / ͷ.ͻz
• Cartridge Ratio: ͷ:ͷ, :ͷ, ͺ:ͷ, ͷͶ:ͷ
• Mechanical Advantage Ratio: :ͷ
• Weight: ͷ.Ϳ kg / ͺ.ͺ lbs
• Frame Length: ͷͿ mm / ͽ.ͼ in
• Maximum Force: ͻ. kN / ͷͷͼͿ lbf
• Handle Material: Cast Aluminum
• Frame Material: Cast Aluminum
• Viscosity: High

Item number: ͷͼͻ;Ͷͽ (ͷ:ͷ/:ͷ)

 ͷͼͻ;Ͷ; (ͺ:ͷ)

 ͷͼͻ;ͶͿ (ͷͶ:ͷ)

VBM X MR

FEATURES
• Side Loading Frame for 

Accurate Cartridge Placement
• Sintered Steel Catch Plate
• Wear Compensation Device
• Multi-Ratio Version Available 

SPECIFICATIONS
• Cartridge Capacity: ͺͶͶ mL / ͷ.ͻ  oz
• Cartridge Ratio: ͷ:ͷ, :ͷ, ͺ:ͷ, ͷͶ:ͷ (must specify)
• Mechanical Advantage Ratio: ͻ:ͷ
• Weight: ͷ.; kg / .; lbs
• Frame Length: ͶͶ mm / ͽ.Ϳ in
• Maximum Force: ͺ.ͻ kN / ͷͶͷͷ lbf
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: High

Item number: ͷͻͿͶͶ

PPM X

FEATURES
• Support Discs for Secure Cartridge Fit
• Sintered Steel Catch Plate
• Wear Compensation Device

SPECIFICATIONS
• Cartridge Capacity: ͼͽͻ mL /  oz, ͽͻͶ mL / ͼ oz, 
ͿͶͶ mL / ͷ.ͼ oz, ͷͶͶ mL / ͺ oz

• Cartridge Ratio: ͷ:ͷ, :ͷ, ͺ:ͷ, ;:ͷ (must specify)
• Mechanical Advantage Ratio: ͻ:ͷ
• Weight: .ͷ kg / ͺ.; lbs
• Frame Length: Ͷ mm / Ϳ.ͷ in
• Maximum Force: ͺ.ͻ kN / ͷͶͷͷ lbf
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: High

Item number: ͷͻͿͶ (:ͷ)

PPM X

FEATURES
• Support Discs for Secure Cartridge Fit
• Sintered Steel Catch Plate
• Wear Compensation Device

SPECIFICATIONS
• Cartridge Capacity: ;ͻ mL / Ϳ.Ͷ oz
• Cartridge Ratio: ͷͶ:ͷ
• Mechanical Advantage Ratio: ͻ:ͷ
• Weight: .ͷ kg / ͺ.ͽ lbs      
• Frame Length: ͺ mm / Ϳ. in
• Maximum Force: ͺ.ͻ kN / ͷͶͷͷ lbf
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: High

Item number: ͷͻͿͶͻ

MANUAL COMPONENT DISPENSER



PPM X 

FEATURES
• Support Discs for Secure Cartridge Fit
• Sintered Steel Catch Plate
• Wear Compensation Device

SPECIFICATIONS
• Cartridge Capacity: ͷͻͶͶ mL / ͻ.; oz
• Cartridge Ratio: ͷ:ͷ
• Mechanical Advantage Ratio: ͻ:ͷ
• Weight: .Ͷ kg / ͼ.ͻ lbs
• Frame Length: ͺ mm / Ϳ. in
• Maximum Force: ͺ.ͻ kN / ͷͶͷͷ lbf
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: High

Item number: ͷͻͿͶͺ

MANUAL COMPONENT DISPENSER

 



TS  MY

FEATURES
• One-Hand Pressure Adjustment
• Anti-Drip Function
• Quick Cartridge Exchange
• Reinforced Nylon Handle

SPECIFICATIONS
• Cartridge Capacity: ͻͶ mL / ͷ.; oz, ͽͻ mL / .ͽ oz
• Cartridge Ratio: ͷ:ͷ, :ͷ, ͷͶ:ͷ
• Weight: Ͷ.ͽ kg / ͷ.ͼ lbs
• Dispenser Length: ͻͽ mm / ͷͶ.ͷ in
• Maximum Force: ͷ. kN / Ϳ lbf
• Maximum Pneumatic Pressure: ; bar / ͷͷͼ psi
• Air Consumption: ͺͶ liters/min
• Handle Material: Reinforced Nylon
• Cartridge Holder Material: Reinforced Nylon
• Viscosity: Medium/High

Item number: ͷͻͷͽ;Ͷ

TS  HM

FEATURES
• One-Hand Pressure Adjustment
• Anti-Drip Function
• Quick Cartridge Exchange
• Reinforced Nylon Handle

SPECIFICATIONS
• Cartridge Capacity: ͻͶ mL / ͷ.; oz
• Cartridge Ratio: ͷͶ:ͷ
• Weight: Ͷ.ͽ kg / ͷ.ͼ lbs
• Dispenser Length: ͷ;ͺ mm / ͽ. in
• Maximum Force: ͷ. kN / Ϳ lbf
• Maximum Pneumatic Pressure: ; bar / ͷͷͼ psi
• Air Consumption: ͺͶ liters/min
• Handle Material: Reinforced Nylon
• Viscosity: Low

Item number: ͷͻͷ;;ͼ

TS  EM

FEATURES
• One-Hand Pressure Adjustment
• Anti-Drip Function
• Quick Cartridge Exchange
• Reinforced Nylon Handle

SPECIFICATIONS
• Cartridge Capacity: ͻͶ mL / ͷ.; oz
• Cartridge Ratio: ͷ:ͷ, :ͷ, :
• Weight: Ͷ.ͽ kg / ͷ.ͼ lbs
• Dispenser Length:  mm / Ϳ.ͷ in
• Maximum Force: ͷ. kN / Ϳ lbf
• Maximum Pneumatic Pressure: ; bar / ͷͷͼ psi
• Air Consumption: ͺͶ liters/min
• Handle Material: Reinforced Nylon
• Cartridge Holder Material: Reinforced Nylon
• Viscosity: Medium/High

Item number: ͷͻͷͽ;ͷ

TS  BM

FEATURES
• One-Hand Pressure Adjustment
• Anti-Drip Function
• Quick Cartridge Exchange
• Reinforced Nylon Handle

SPECIFICATIONS
• Cartridge Capacity: ͻͶ mL / ͷ.; oz
• Cartridge Ratio: ͺ:ͷ, ͷͶ:ͷ
• Weight: Ͷ.ͽ kg / ͷ.ͼ lbs
• Dispenser Length: ͽ; mm / ͷͶ.Ϳ in
• Maximum Force: ͷ. kN / Ϳ lbf
• Maximum Pneumatic Pressure: ; bar / ͷͷͼ psi
• Air Consumption: ͺͶ liters/min
• Handle Material: Reinforced Nylon
• Cartridge Holder Material: Reinforced Nylon
• Viscosity: Medium/High

Item number: ͷͻͶͿͺ

PNEUMATIC COMPONENT DISPENSER



AIRFLOW™  VBA  HP

FEATURES
• Adjustable Air Regulator 
• Air Return as Standard 
• Support Strap for Secure 

Cartridge Fit
• Quick Exhaust Vavle

SPECIFICATIONS
• Cartridge Capacity: ͶͶ mL / ͽ oz
• Cartridge Ratio: ͷ:ͷ 
• Weight: ͷ.ͽ kg / .ͽ lbs
• Frame Length: ͷͽ mm / .; in
• Maximum Force: . kN / ͺͿͺ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Air Consumption: ͺͶ liters/min
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: Low/Medium

Item number: ͷͻͿͼͽ

AIRFLOW™  PPA B

FEATURES
• Air Return as Standard
• Adjustable Air Regulator
• Quick Exhaust Valve
• Support Strap for Secure 

Cartridge Fit

SPECIFICATIONS
• Cartridge Capacity: ͻ mL / ͽ.ͼ oz, ͻͶml / ;.ͻ oz, ͶͶ mL / ͷͶ.ͻz
• Cartridge Ratio: ͷ:ͷ, :ͷ, :ͷ (must specify)
• Weight: ͷ.Ϳ kg / ͺ.ͷ lbs
• Frame Length: ͺͿ mm / Ϳ.; in
• Maximum Force: . kN / ͺͿͺ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Air Consumption: ͺͶ liters/min
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: Low/Medium

Item number: ͷͻͿͼͿ (ͷ:ͷ)

 AIRFLOW™  VBA B

FEATURES
• Air Return as Standard
• Adjustable Air Regulator
• Quick Exhaust Valve
• Support Straps for Secure Cartridge Fit

SPECIFICATIONS
• Cartridge Capacity: ͺͶͶ mL / ͷͺ oz
• Cartridge Ratio: ͷ:ͷ
• Weight: . kg / ͺ.; lbs
• Frame Length: ͷͼ mm / ;.ͻ in
• Maximum Force: . kN / ͺͿͺ lbsf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Air Consumption: ͺͶ liters/min
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: Low/Medium

Item number: ͷͻͿͽͼ

DP X 

FEATURES
• Plunger Retract Button
• Adjustable Air Regulator
• Quick Air Exhaust
• Indicator Rod
• Interchangeable Cartridge Trays and Plungers

SPECIFICATIONS
• Cartridge Capacity: ͶͶ mL / ͽ oz
• Cartridge Ratio: ͷ:ͷ, :ͷ, ͺ:ͷ, ͷͶ:ͷ
• Weight: ͷ.ͽͼ kg / .;ͽ lbs
• Frame Length: ͷͻͿ. mm / ͼ.ͽ in
• Maximum Force: .ͻ kN / ͻͼ lbsf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Air Consumption: ͺͶ liters/min
• Handle Material: Reinforced Nylon
• Frame Material: Cast Aluminum
• Viscosity: Low/Medium

Item number: ͷͼͻ;ͼͶ (ͷ:ͷ/:ͷ)

 ͷͼͻ;ͼͷ (ͺ:ͷ)

 ͷͼͻ;ͼ (ͷͶ:ͷ)

PNEUMATIC COMPONENT DISPENSER

 



 AIRFLOW™ &  VBA B MR

FEATURES
• Side Loading Frame
• Twist & Lock Plunger System
• Air Return as Standard
• Adjustable Air Regulator
• Quick Exhaust Valve
• Support Strap for Secure Cartridge Fit

SPECIFICATIONS
• Cartridge Capacity: ͶͶ mL / ͽ oz
• Cartridge Ratio: ͷ:ͷ, :ͷ, ͺ:ͷ, ͷͶ:ͷ
• Weight: ͷ.ͽ kg / .ͽ lbs
• Frame Length: ͷͽ mm / ͼ.ͽ in
• Maximum Force: . kN / ͺͿͺ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Air Consumption: ͺͶ liters/min
• Handle Material: Epoxy Coated Aluminum 

/ Glass Filled Nylon 
• Frame Material: Epoxy Coated Steel 
• Viscosity: Low/Medium

Item number: ͷͻͿͽͻ (AFͷ)

 ͷ;ͷͼͷ (AF)

 AIRFLOW™ &  PPA B

FEATURES
• Air Return as Standard
• Adjustable Air Regulator
• Quick Exhaust Valve
• Support Discs for Secure Cartridge Fit

SPECIFICATIONS
• Cartridge Capacity: ͽͻ mL / ͷ oz, ͺͶͶ mL / ͷ.ͻ oz, ͺͻͶ mL / ͷͼ oz, 
ͼͶͶ mL / ͷ oz

• Cartridge Ratio: ͷ:ͷ, :ͷ, :ͷ, ͺ:ͷ (must specify)
• Weight: Ͷ.;; kg / ͷ.Ϳ lbs
• Frame Length: ͺ mm / ;.; in
• Maximum Force: . kN / ͺͿͺ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Air Consumption: ͺͶ liters/min
• Handle Material: Coated Aluminum / Glass Filled Nylon
• Frame Material: Epoxy Coated Steel
• Viscosity: Low/Medium

Item number: ͷͻͿ;; (AFͷ multi-ratio)

 ͷͻͿͿ (AF ͷ:ͷ)

 ͷͻͿͿͺ (AF :ͷ)

AIRFLOW™ &  PPA A

FEATURES
• Air Return as Standard
• Adjustable Air Regulator
• Quick Exhaust Valve
• Support Discs for Secure Cartridge Fit

SPECIFICATIONS
• Cartridge Capacity: ͽͻ mL / ͷ oz, ͺͻͶ mL / ͷͻ.; oz, ͼͶͶ mL / ͷ.ͷ oz
• Cartridge Ratio: ͷ:ͷ, :ͷ, ͺ:ͷ (must specify)
• Weight: . kg / ͽ. lbs
• Frame Length: ͼ mm / Ϳ. in 
• Maximum Force: ͻ kN / ͷͷͺ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Air Consumption: ͺͶ liters/min
• Handle Material: Epoxy Coated Aluminum / Glass Filled Nylon
• Frame Material: Epoxy Coated Steel
• Viscosity: Medium/High

Item number: ͷͻͿ; (AFͷ multi-ratio)

 ͷͻͿ;ͼ (AF ͷ:ͷ)

 ͷͻͿ;ͽ (AF :ͷ)

 AIRFLOW™ &  CCA A

FEATURES
• Coaxial Cartridge Systems
• Air Return as Standard
• Adjustable Air Regulator
• Quick Exhaust Valve

SPECIFICATIONS
• Cartridge Capacity: ;Ͷ mL / ͷ.ͺ oz
• Cartridge Ratio: ͷ:ͷ, :ͷ, ͻ:ͷ, ͷͶ:ͷ (must specify)
• Weight: .ͻ kg / ͻ.ͻ lbs
• Frame Length: ͷͽ; mm / ͽ.Ͷ in
• Maximum Force: ͻ kN / ͷͷͺ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Air Consumption: ͺͶ liters/min
• Handle Material: Epoxy Coated Aluminum / Glass Filled Nylon
• Frame Material: Epoxy Coated Steel
• Viscosity: Medium/High

Item number: ͷͻͿͿͿ (AFͷ (ͷ:ͷ)

 ͷͻͿͺͶͷ (AFͷ (ͷͶ:ͷ)

 ͷͻͿͺͶ (AF (ͷͶ:ͷ)

PNEUMATIC COMPONENT DISPENSER



 DP X 

FEATURES
• Plunger Retract Button
• Adjustable Air Regulator
• Quick Air Exhaust
• Indicator Rod
• Interchangeable Cartridge Trays 

and Plungers

SPECIFICATIONS
• Cartridge Capacity: ͺͶͶ mL / ͷͺ oz
• Cartridge Ratio: ͷ:ͷ, :ͷ, ͺ:ͷ, ͷͶ:ͷ
• Weight: .ͼͼ kg / ͻ.;ͽ lbs
• Frame Length: Ͷ. mm / ;.Ͷ in
• Maximum Force: ͻ kN / ͷͷͺ lbsf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Air Consumption: ͺͶ liters/min
• Handle Material: Reinforced Nylon
• Frame Material: Cast Aluminum
• Viscosity: Medium/High

Item number: ͷͼͻ;ͼͺ (ͷ:ͷ/:ͷ)

 ͷͼͻ;ͼͻ (ͺ:ͷ)

 ͷͼͻ;ͼͻ (ͷͶ:ͷ)

 AIRFLOW™  VBA B MR

FEATURES
• Air Return as Standard
• Adjustable Air Regulator
• Quick Exhaust Valve
• Multi Ratio Version Available
• Side Loading Frame for Accurate 

Cartridge Placement

SPECIFICATIONS
• Cartridge Capacity: ͺͶͶ mL / ͷͺ oz
• Cartridge Ratio: ͷ:ͷ, :ͷ, ͺ:ͷ, ͷͶ:ͷ (must specify)
• Weight: . kg / ͺ.; lbs
• Frame Length: Ͷ mm / ;.Ͷ in
• Maximum Force: . kN / ͺͿͺ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Air Consumption: ͺͶ liters/min
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: Low/Medium

Item number: ͷͻͿͺͷͷ (AFͷ multi-ratio)

 AIRFLOW™  VBA A

FEATURES
• Air Return as Standard
• Adjustable Air Regulator
• Quick Exhaust Valve
• Side Loading Frame for Accurate Cartridge Placement

SPECIFICATIONS
• Cartridge Capacity: ͺͶͶ mL / ͷͺ oz
• Cartridge Ratio: ͷ:ͷ, :ͷ, ͺ:ͷ, ͷͶ:ͷ (must specify)
• Weight: .ͷ kg / ͼ.; lbs
• Frame Length: Ͷ mm / ;.Ͷ in
• Maximum Force: ͻ kN / ͷͷͺ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Air Consumption: ͺͶ liters/min
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: Medium/High

Item number: ͷͻͿͺͶͺ (AFͷ ͷ:ͷ)

 ͷͻͿͺͶͽ (AF ͷ:ͷ)

 AIRFLOW™ &  PPA A

FEATURES
• Air Return as Standard
• Adjustable Air Regulator
• Quick Exhaust Valve
• Support Discs for Secure 

Cartridge Fit

SPECIFICATIONS
• Cartridge Capacity: ͽͻͶ mL / ͼ.ͺ oz, ͿͶͶ mL / ͷ.ͽ oz, 
ͷͶͶ mL / ͺ.Ͷ oz

• Cartridge Ratio: ͷ:ͷ, :ͷ, ͺ:ͷ (must specify)
• Weight: .ͼ kg / ͽ.Ϳ lbs
• Frame Length: ͺ mm / Ϳ. in
• Maximum Force: ͻ kN / ͷͷͺ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Air Consumption: ͺͶ liters/min
• Handle Material: Epoxy Coated Aluminum / Glass Filled Nylon
• Frame Material: Epoxy Coated Steel
• Viscosity: Medium/High

Item number: ͷͻͿͺ (AFͷ :ͷ)

 ͷͻͿͺͻ (AF :ͷ)

PNEUMATIC COMPONENT DISPENSER

 



 AIRFLOW™  CBA S

FEATURES
• Application of Dual ͼͶͶ mL / Ͷ oz Sachets
• Air Return as Standard
• Quick Exhaust Valve
• Includes Manifold Assembly
• Adjustable Air Regulator

SPECIFICATIONS
• Cartridge Capacity: ͷͶͶ mL / ͺͶ oz
• Cartridge Ratio: ͷ:ͷ
• Weight: .ͼ kg / ͽ.Ϳ lbs
• Frame Length: ͻͽ mm / ͷͺ.ͷ in
• Maximum Force: ͻ kN / ͷͷͺ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Air Consumption: ͺͶ liters/min
• Handle Material: Epoxy Coated Aluminum
• Frame Material: Epoxy Coated Steel
• Viscosity: Medium/High

Item number: ͷͻͿͺͺ

 AIRFLOW™ &  PPA A

FEATURES
• Air Return as Standard
• Adjustable Air Regulator
• Quick Exhaust Valve
• Support Discs for Secure 

Cartridge Fit

SPECIFICATIONS
• Cartridge Capacity: ;ͻ mL / Ϳ oz
• Cartridge Ratio: ͷͶ:ͷ
• Weight: . kg / ͽ. lbs
• Frame Length: ͼ mm / Ϳ. in 
• Maximum Force: ͻ kN / ͷͷͺ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Air Consumption: ͺͶ liters/min
• Handle Material: Epoxy Coated Aluminum / 

Glass Filled Nylon 
• Frame Material: Epoxy Coated Steel
• Viscosity: Medium/High

Item number: ͷͻͿͺͽ (AFͷ)

 ͷͻͿͺͷ (AF)

 AIRFLOW™ &  PPA A

FEATURES
• Air Return as Standard
• Adjustable Air Regulator
• Quick Exhaust Valve
• Support Discs for Secure 

Cartridge Fit

SPECIFICATIONS
• Cartridge Capacity: ͷͻͶͶ mL / ͻ.ͽ oz
• Cartridge Ratio: ͷ:ͷ
• Weight: . kg / ͽ. lbs
• Frame Length: ͼ mm / Ϳ. in 
• Maximum Force: ͻ kN / ͷͷͺ lbf
• Maximum Pneumatic Pressure: ͼ.; bar / ͷͶͶ psi
• Air Consumption: ͺͶ liters/min
• Handle Material: Epoxy Coated Aluminum / Glass Filled Nylon
• Frame Material: Epoxy Coated Steel
• Viscosity: Medium/High

Item number: ͷͻͿͺͼ (AFͷ)

 ͷͻͿͺͶ (AF)

PNEUMATIC COMPONENT DISPENSER



ELECTRAFLOW™ DUAL 
ULTRA VBE  MR

FEATURES
• Bosch Battery 
• Twin Drive Rack Platform
• Interchangeable Cartridge Straps & Plungers
• Includes: Battery & Charger
• Multi-Ratio Version

SPECIFICATIONS
• Cartridge Capacity: ͺͶͶ mL / ͷ.ͻ oz
• Cartridge Ratio: ͷ:ͷ, :ͷ, ͺ:ͷ, ͷͶ:ͷ
• Voltage: ͷ; V
• Battery Type: Li-ion Bosch Professional ͷ; V System
• Weight: .; kg / ;.ͺ lbs
• Frame Length: Ͷ mm / ;.Ͷ in
• Maximum Force: ͻ kN / ͷͷͺ lbf
• Battery Capacity: .Ͷ Ah
• Battery Charge Time: ͻ min
• Handle Material: PC/ABS
• Frame Material: Steel/Aluminum
• Viscosity: Medium/High

Item number: ͷͼͽͶ

 ͷͼ;ͽ (bare unit)

ELECTRAFLOW™ DUAL 
ULTRA VBE 

FEATURES
• Bosch Battery
• Twin Drive Rack Platform
• Interchangeable Cartridge Straps & Plungers
• Includes: Battery & Charger

SPECIFICATIONS
• Cartridge Capacity: ͼͶͶ mL / ͷ oz
• Cartridge Ratio: ͷ:ͷ
• Voltage: ͷ; V
• Battery Type: Li-ion Bosch Professional ͷ; V System
• Weight: .; kg / ;.ͺ lbs
• Frame Length: ͷͿͻ mm / ͽ.ͼͽ in
• Maximum Force: ͻ kN / ͷͷͺ lbf
• Battery Capacity: .Ͷ Ah
• Battery Charge Time: .Ͷ Ah ͻ min 
• Handle Material: PC/ABS
• Frame Material: Steel/Aluminum
• Viscosity: Medium/High

Item number: ͷͼͼͽͷ

 ͷͼͼͽ (bare unit)

BATTERY COMPONENT DISPENSER

WARRANTY STATEMENT
COX™, MK™ and Mixpac™ dispensers are members of the medmix family of products. 

COX™ EasiFlow™ and MidiFlow™ dispenser ranges are warranted for one (ͷ) year from the date of invoice. All other COX™, MK™ and Mixpac™ dispensers 
(”medmix” or ”medmix Products”) are warranted for two () years from the date of invoice. medmix will repair or replace any medmix Product which is defective 
in material, workmanship or design. 

LIMITATIONS: 

This warranty does not cover:

ͷ. Defective repairs made or attempted by a party other than medmix or an Authorized Service Center
. Normal wear and tear
. Misuse
ͺ. Improper maintenance
ͻ. Continued use after partial failure
ͼ. Tools that have been modifi ed or used with improper accessories

Should a problem develop while still under warranty, return the complete product to the point of purchase, an Authorized medmix Service Center or contact 
Sulzer Mixpac USA for Return Authorization. Defective product will be repaired or replaced at no charge.

The repair and replacement remedies described herein are exclusive. In no event shall Sulzer Mixpac be liable for any incidental, special, or consequential 
damages, including loss of profi ts, loss of use or loss of production.

This warranty is in lieu of all other warranties, expressed or implied including without limitation the implied warranties of merchantability and fi tness 
for a particular purpose, which are expressly disclaimed.

PROFESSIONAL ͷ; V SYSTEM is a trademark registered and/or owned by BOSCH.

 



DISPENSER ACCESSORIES

Name/Description Item Number Compatible with

Nozzles

Plastic Nozzle
Plastic nozzle adaptable with our H,TͶ,Tͷͼ X MK ͷ-component dispensers.

ͷͽ;ͽͶͽ MK Models: H, TͶ, Tͷͼ X, H

Plastic Nozzle
Adaptable with many of our ͷ-component MK caulking dispensers 
(except the H,TͶ and Tͷͼ X). 

ͷͻͻͻ
MK Models: H PS, H PSA, 
H PS, H PSA, Hͷ P, H P, H P, 
T XP

Yellow Cone Nozzle
Plastic clip-on sachet/bulk nozzle that can be cut to size to produce a -ͷ mm bead, 
has no graduation markings and is fi tted directly under the front cap.

ͷͻͿͷͷͻ
All COX øͻͶ mm barrel
sachet, bulk and combi
dispensers

White Cone Nozzle
Plastic clip-on sachet nozzle that can be cut to size to produce a -ͷ mm bead 
and has no graduation markings. For use with all sachet and combi dispensers and 
is fi tted directly under the front cap.

ͷͻͿͷͷͼ
All COX sachet, bulk and combi 
dispensers   

Pistons

Steel ”Tin Hat” Plunger  mm ͷͻ;ͼͶͷ
All COX manual ͷ-component 
cartridge dispensers except EasiFlow

Split Sachet Plunger
The three slits ensure more fl exibility in the barrel

ͷͽͷͶ
All COX øͻͶ mm barrel sachet, 
bulk and combi dispensers

Sachet Plunger Extension / Domed Plunger
Eliminates waste

ͷͽͷͷ;ͽ
All COX øͻͶmm barrel sachet, 
bulk and combi dispensers

Green Plastic ”G ” Plunger
Best used in pairs to create better seal (sold separately)

ͷͻ;ͺͿ
All COX øͻͶ mm barrel sachet, 
bulk and combi dispensers

Leather Plunger Assembly
For sachets and bulk application without nozzle holder; chemical and solvent 
resistant.

ͷͻͿͶͽ
All COX øͻͶ mm barrel sachet, 
bulk and combi dispensers

Floating Sachet Plunger Drive ͷͻ;;Ͷ
COX AirFlow 
Compact Combi

Floating Cartridge Plunger Drive ͷͽͼͿͺͽ
COX AirFlow 
Compact Combi

Piston for Cartridge ͷͻͻͺͿ
MK Models: Hͷ P, Hͺͻ, 
H PSA, H PSA, Hͷͺ RS, H PS, 
H PS, HͺͶ PS, H PSA,

Piston for Cartridge
Square centre 

ͷͻͻͺ; MK Models: HͺͶ, Hͺͻ, H P, H P

Piston for Sachets & Bulk ͷͻͻͿ MK Models: H, H, TͶ

Piston for Sachets & Bulk ͷͻͻͺ MK Model: T XP

Click ON/OFF Piston
Easy conversion for cartridge to sachet

ͷͻͻͺͺ 
MK Models: H PS, HP, HP, 
HPSA, HPSA, HPS, BͼͶͶ variants, 
HͷP



DISPENSER ACCESSORIES

Name/Description Item Number Compatible with

General Accessories

Plastic Two Start Cap
Spare black plastic front cap. To use with clip-on nozzles for sachet
and bulk. Screw-in nozzles can be used in conjunction with a nozzle holder 
and ”O” ring (ͽNͶͶͽ - sold separately).

ͷͻ;ͷ;ͽ
COX Most øͻͶ mm barrelled 
dispensers with two start thread 

COX Ladder Hook Kit
Black plastic ladder hook (incl. fi xing) that allows you to hang the dispenser 
onto a ladder or the tool belt.

ͷͻͿͶͽͷ
COX PowerFlow, UltraFlow ,
Ultrapoint

Aluminum Pull Handle ͷͻ;Ϳͺͷ
All COX dispensers with 
Interchangeable T-Rod

Support Handle ͷͻͿͷͶͶ COX All ” barrel dispensers

Union Cut ͷͻͿ;ͷ MK H

Union Cut with Bayonet ͷͻͻͻͽ MK H

Gasket ͷͻͿͽ MK H, H, TͶ

 Gallon Follower Plate ( ” Opening)
For use with bulk loading dispensers. 
Works with straight and tapered pails. Pull rod included.

ͷͻͿͷͻͶ COX All bulk dispensers

 Gallon Follower Plate ( ” Opening)
For use with bulk loading dispensers. 
Works with straight and tapered pails. Pull rod included.

ͷͻͿͷͻͷ COX  All bulk dispensers

Turbine Mixer 
Epoxy coated steel mixer provides fast and effi  cient mixing, as material 
spins across horizontal plate and is propelled through battlements where 
it is dispersed.

ͷͻͿͷͿ COX Ultrapoint

American Quick Release
Airline/Hose Connector option

ͷͻ;;ͻͶ COX JetFlow , AirFlow

Battery Dispenser Accessories

Universal Battery Charger 
ͷͶ.; V

ͷͻͿͷͻͿ COX EasiPower Plus

Lithium-ion Battery 
ͷͶ.; V

ͷͻͿͷͻͽ COX EasiPower Plus

Bosch Professional Charger
Universal battery charger for ͷ; V batteries.

ͷͼͻͷͽ (EU)
ͷͼͻͻͽͽ (UK)
ͷͼͻͻͽ (US)

COX ElectraFlow Plus

Bosch Professional Battery
Lithium-ion battery,ͷ; V .Ͷ Ah.

ͷͼͻͷͻ COX ElectraFlow Plus

 



Legal Notice: This brochure is a general presentation. The information contained in this publication is believed to be accurate and 
reliable but is not to be construed as implying any warranty or guarantee of performance. We waive any liability and indemnity 
for eff ects resulting from its application. Please, contact us for a description of the warranties and guarantees off ered with our products. 
Directions for use and safety will be given separately. All information herein is subject to change without notice.

© Ͷ medmix   All rights reserved.

medmix is a registered trademark belonging to medmix AG, and COX, MK, etc. and MIXPAC are registered trademarks belonging 
to Sulzer Mixpac AG. Ͷ

.
Ͷ


EUROPE

Sulzer Mixpac AG

Ruetistrasse ͽ

ͿͺͼͿ Haag, Switzerland

Phone +ͺͷ ;ͷ ͺͷͺ ͽͶ ͶͶ

sales.industry@medmix.com

www.medmix.swiss

USA, SOUTH AMERICA, 
CANADA AND MEXICO

Sulzer Mixpac USA Inc. 

;ͷ;ͷ Coleman Road

Haslett, MI ͺ;;ͺͶ USA

Phone +ͷ ͻͷͽ Ϳ Ͷ

sales.industry@medmix.com

www.coxdispensers.com/us

UK AND IRELAND

Sulzer Mixpac (UK) Ltd.

ͷ Tealgate, Charnham Park, Hungerford

Berkshire, RGͷͽ ͶYT, United Kingdom

Phone: +ͺͺ (Ͷ)ͷͺ;; ͼͺͽ ;ͶͶ   

sales.industry@medmix.com

www.coxdispensers.com

ASIA PACIFIC

Sulzer Mixpac China

ͼ; Bei Dou Lu, Minhang Shanghai 

ͶͶͺͻ, China 

Phone: +;ͼ ͷ ͼͺͶ ͼ; ͼ; 

sales.industry@medmix.com

www.medmix.swiss

DELIVERING INNOVATION. INSPIRING CONFIDENCE.


